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ACAI
Family introduction

The range of fixed downlight and adjustable recessed luminaries is 
from 3W up to 15W.
Sharp design for all places with elegant and minimal figures is
desired.
High quality light output and different beam angles render
objects, colors and surfaces and illuminate spaces.
Black, white and customized colors and finishes matches the 
lighting designer purpose.
Suitable for private residential rooms and houses, offices, retail 
shops, hotels, museum and exhibitions.

Designed by:
Nicola Del Lungo
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Colors, materials and finishes
Colors, materials and finishes
The mind of the lighting designer has no boundaries, materials, colors, shapes but light allows to realize ideas. 
Each project is different from each other and the concept generation must have no limits.
The metal parts of this products family are completely made by CNC machining.
For this reason it is possible to produce many different effects on surface.
It is possible to realize the parts in painted aluminium: white and black as well any other colors refering to the RAL 
international palette for single or multicolor products. 
Vianolux standard production is in aluminium painted in RAL 9003 for white and RAL 9005 for Black but finishes 
can be customized to obtain shiny, brushed or burnished surface in gold, chrome, copper colors. Aluminium, 
brass, steel are all suitable materials to produce the visible parts.

RAL 9003 Signal white RAL 9005 Jet black
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Deep front trim for low 
glare effect.

Springs for panel up to 
30mm thickness

Narrow led binning selection 
and high CRI.
Optical polymer lens: narrow, 
medium and wide beam angle

Aluminium heat sink by 
high precision CNC

White RAL 9003 
Black RAL 9005 
Customized colors on 
request.

Male/female 
junction by plastic 
fast connector.

High quality led driver. 
On/Off and dimmmable 
version in phase cut, 
Dali, 1...10V, and Blue-
tooth Casambi.

Complete lighting
system
Each lighting product is a set of components that must be correctly combined. 
The right LED with the right optic mounted on a suitable heat sink must be feeded by a power supply that gua-
rantees durability and stability over time together with comfort for those who live in space. 
The products of the Acai series are all equipped with a control gear unit which can be on-off or dimmable. 
A fast connector link the fixture to the led driver to make the connection easy. 
All items are equipped by springs for an easy installation.

Phase cut

The phase-cut dim-
mer was designed as 
a simple, efficient, and 
inexpensive method to 
dim luminaires. 
It operates by limiting 
the power delive-
red to the load, only 
conducting a certain 
percentage of the AC 
mains each half-cycle.

1...10V

Dimmable 1-10V 
can be the perfect 
multi-point solution 
for large commercial 
spaces.
Dimmable 1-10V 
LED may be the most 
reliable, cost-effective 
and energy efficient 
option.

Dali

DALI is a two-way 
communication sy-
stem that brings digital 
technology to lighting. 
The system allows 
to control individually 
each  LED driver and 
can receive back info 
from each cpontrol 
gear.

Casambi

The Casambi tech-
nology provides a wi-
reless mesh network 
where all the intelli-
gence of the system 
is replicated in every 
node and creates a 
system with no single 
points of failure.
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The pivot is hidden on the outer surface of the front 
trim.
Once installed no screw rotation axis are visible.

Adjustable spot for target

The adjustable products allow you to target the 
objects that are not under the device.
These products can be oriented 20 degrees without 
affecting the luminous output.

20 degrees

Design and attention to 
detail
Acai range is composed by fixed and adjustable 
fixtures available in different dimensions and powers.
The design aims to keep the dimensions in small 
diameter, to create products with few components
and to have a minimal look with sharp edges.
All products produce low glare thanks to the snot in 
the front trim.
The adjustable fixtures use a special tilt system ba-
sed on a pivot hidden in the outer surface of the
front trim.
A two harms bracket allows to orient the light and 
once the luminaire is installed with screws and the
rotation axis is not visible from below.
It is possible rotate the head on the tilt axis without 
using any tool directly from the front of the installed
device.
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Narrow beam

Used for accent lighting, it cre-
ates high contrast on objects 
and surfaces.
At the same time it allows to in-
stall luminaires on higher ceiling 
because of the minor loss of 
light in space.

Medium beam

Widely used for many applica-
tion and tasks.
It is a compromise to have high 
level of light in shops, restau-
rants and home.

Wide beam

Used for general lighting tasks, 
it is suitable for offices as well 
as relaxing rooms and open 
spaces.
This beam angle allows to re-
duce the number of luminaires 
to have uniform illumination.

Lighting design: the beam angle
Acai products are available with different light beam angles: each lighting issue needs a specific beam angle to
reach the lighting designer ideas.
The same space illuminated with spot or wide beam generates totally different perception of the space and it
affects the human activity and feeling: you can feel attracted by details of highlighted subjects in a room with high 
contrast between bright and dark areas or relaxed in a soft environment with a smooth illumination.
Accent Lighting highlights a certain space or object, task oriented lighting improves the productivity as well gene-
ral lighting makes occupants feel safe and comfortable.

Same height installation comparison

Height of installation of each model to reach 600lx 
on the surface target.
Calculation executed using the LEDs nominal values 
and secondary optics to have the following specifi-
cations:

101lx 177lx 549lx 742lx

3W 7W 12W 20W

h 
2,

8m

3000K - CRI90 - 24 degree (+/- 4degree)

Height of installation comparison

Height of installation of each model to reach 600lx 
on the surface target. 
Calculation executed using the LEDs nominal values 
and secondary optics having the following specifica-
tions:

3W 7W 12W 20W

h1m

h 1,5m

h 2,5m

h 3,1m

600lx 600lx 600lx 600lx
3000K - CRI90 - 24 degree (+/- 4degree)
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Wide beam for uniform illumination

Wide beams field of products create unifom illumina-
tion of the space. It is recommended in private areas 
like relaxing rooms, living rooms and offices. In public 
environments is widely used for large rooms, waiting 
rooms, warehouses.

Vertical and corridor illumination

Products distributed in line allow to create uniform 
illumination for corridors. The walkways can be de-
fined physically by walls but also generated by light. 
In shops and retail application this distribution can 
be used also to create a focus on a linear horizontal 
surface where the attention must be concentrated. 

Lighting design:
the light in the space
The perception of space and of what surrounds us 
is realized thanks to the presence of light: shapes, 
colors and materials are manifested only because 
they are affected by waves of the electromagnetic 
spectrum visible by the human eye. When light shi-
nes on an object, some wavelengths bounce off the 
object and others are absorbed by it. Our eyes only 
see the colors that are bounced off or reflected. 
The lighting designer uses light to show things but 
above all to create emotions and moods that more 
or less directly influence our experience in an envi-
ronment. 
Through lighting we can be attracted to certain 
areas, move in space in virtual corridors that have no 
walls or stop in a state of relax and comfort. 
We can improve our activity and focus more on 
what we are doing, for example making work even 
safer for our health. 
The amount of light used and how much it can be 
concentrated or diffused draws the artificial static or 
dynamic scenarios. 
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Adjustable spot for target

Adjustable products allow to orient the light flux on 
target and can be used on subjects placed in the
room or on the walls. Single luminaries or groups of 
products can illuminate the subjects creating a dy-
namic environment in museums, exhibitions, shops 
and retails.

Vertical shelves illumination

This lighting approach is common in shops and mu-
seums to illuminate horizontal subjects in displays, 
but cab be used also in private spaces in niches or 
on shelves. 

Spot downlight

Single spot downlights pointing on subjects create a 
dramatic atmosphere with high contrasts.
This allows to concentrate the attention on a single 
point and it is used in museums, exhibitions as well 
as in shops and retails creating a static illumination.

Adjustable spot and shelves illumination

This lighting approach is common in shops and mu-
seums to illuminate horizontal subjects in displays, 
but cab be used also in private spaces in niches or 
on shelves.
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ACAI 3

Product information

Installation: Recessed
Led driver included: Yes
Material: Aluminum
Painting: Highly pure powder coating
Colour: White, Black, custom
Beam angle: 12°/24°/36°/60°
Dimmable (optional): Dali, 1...10V, Phase cut, Casambi

Light source information

LED power (W): 3W
Led Typology: SMD
CRI (RA): >80 / >90 / Higher on request
SDCM: 3
CCT (K): 2700, 3000, 3500, 4000, 5000
Led lumen output (3000K, CRI90 min.): 400lm
System lumen output (3000K, CRI90 .):190lm

ACAI 7

Product information

Installation: Recessed
Led driver included: Yes
Material: Aluminum
Painting: Highly pure powder coating
Colour: White, Black, custom
Beam angle: 10°/15°/24°/36°
Dimmable (optional): Dali, 1...10V, Phase cut, Casambi

Light source information

LED power (W): 7W
Led Typology: COB
CRI (RA): >80 / >90 / Higher on request
SDCM: 3
CCT (K): 2700, 3000, 3500, 4000, 5000
Led lumen output (3000K, CRI90 min.): 850lm
System lumen output (3000K, CRI90 .):500lm

Acai

downlight

37

61

37

49

82

49

Cut out:
Diam.30mm

Cut out:
Diam.40mm
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ACAI 12

Product information

Installation: Recessed
Led driver included: Yes
Material: Aluminum
Painting: Highly pure powder coating
Colour: White, Black, custom
Beam angle: 10°/15°/24°/36°
Dimmable (optional): Dali, 1...10V, Phase cut, Casambi

Light source information

LED power (W): 12W
Led Typology: COB
CRI (RA): >80 / >90 / Higher on request
SDCM: 3
CCT (K): 2700, 3000, 3500, 4000, 5000
Led lumen output (3000K, CRI90 min.): 1450lm
System lumen output (3000K, CRI90 .):900lm

ACAI 15

Product information

Installation: Recessed
Led driver included: Yes
Material: Aluminum
Painting: Highly pure powder coating
Colour: White, Black, custom
Beam angle: 15°/24°/36°/60°
Dimmable (optional): Dali, 1...10V, Phase cut, Casambi

Light source information

LED power (W): 15W
Led Typology: COB
CRI (RA): >80 / >90 / Higher on request
SDCM: 3
CCT (K): 2700, 3000, 3500, 4000, 5000
Led lumen output (3000K, CRI90 min.): 1800lm
System lumen output (3000K, CRI90 .):1500lm

85

58

58

78
.5

73
73

Cut out:
Diam.50mm

Cut out:
Diam.65mm
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ACAI ADJ 3 

Product information

Installation: Recessed
Adjustable: 1 axis 20 degree
Led driver included: Yes
Material: Aluminum
Painting: Highly pure powder coating
Colour: White, Black, custom
Beam angle: 12°/24°/36°/60°
Dimmable (optional): Dali, 1...10V, Phase cut, Casambi

Light source information

LED power (W): 3W
Led Typology: SMD
CRI (RA): >80 / >90 / Higher on request
SDCM: 3
CCT (K): 2700, 3000, 3500, 4000, 5000
Led lumen output (3000K, CRI90 min.): 400lm
System lumen output (3000K, CRI90 .):190lm

ACAI ADJ 7

Product information

Installation: Recessed
Adjustable: 1 axis 20 degree
Led driver included: Yes
Material: Aluminum
Painting: Highly pure powder coating
Colour: White, Black, custom
Beam angle: 10°/15°/24°/36°
Dimmable (optional): Dali, 1...10V, Phase cut, Casambi

Light source information

LED power (W): 7W
Led Typology: COB
CRI (RA): >80 / >90 / Higher on request
SDCM: 3
CCT (K): 2700, 3000, 3500, 4000, 5000
Led lumen output (3000K, CRI90 min.): 850lm
System lumen output (3000K, CRI90 .):500lm

Acai

Adjustable

59

56
.5

59 74

77
.5

74

Cut out:
Diam.50mm

Cut out:
Diam.65mm
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ACAI ADJ 12

Product information

Installation: Recessed
Adjustable: 1 axis 20 degree
Led driver included: Yes
Material: Aluminum
Painting: Highly pure powder coating
Colour: White, Black, custom
Beam angle: 10°/15°/24°/36°
Dimmable (optional): Dali, 1...10V, Phase cut, Casambi

Light source information

LED power (W): 12W
Led Typology: COB
CRI (RA): >80 / >90 / Higher on request
SDCM: 3
CCT (K): 2700, 3000, 3500, 4000, 5000
Led lumen output (3000K, CRI90 min.): 1450lm
System lumen output (3000K, CRI90 .):900lm

ACAI ADJ 15

Product information

Installation: Recessed
Adjustable: 1 axis 20 degree
Led driver included: Yes
Material: Aluminum
Painting: Highly pure powder coating
Colour: White, Black, custom
Beam angle: 15°/24°/36°/60°
Dimmable (optional): Dali, 1...10V, Phase cut, Casambi

Light source information

LED power (W): 15W
Led Typology: COB
CRI (RA): >80 / >90 / Higher on request
SDCM: 3
CCT (K): 2700, 3000, 3500, 4000, 5000
Led lumen output (3000K, CRI90 min.): 1800lm
System lumen output (3000K, CRI90 .):1500lm

77

74

74

117

10
0

117

Cut out:
Diam.65mm

Cut out:
Diam.105mm


